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For configuring the integration with Ruckus APS, follow the next steps:

Click on Access Points on left menu.

When loaded, click the zone that you want to connect (2) and then
press the edit button (3):

ﬂnucxus" =

Dashboard - .
Access Points (2) : OF 1 Offline
System » Default Zone
@z More (s K¢ More ¥

General Settings

MAC Address o AP Name

ystem o Status
Default Zone ﬁ@ 44:1E:98:35:5B:4 RuckusAP m
4

General Configuration Health Traffic Alarm Event Clients Wired Clients wi

Group Info

Name Default Zone
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5. Asettings pop-up will appear. Then you must go to the Advanced
Options, enable the Location Based Service and select (or create)
the venue.

Configure Group

Zone Description: | default zone for SZ

Type: (@) Zone
Configuration
wyovp soponorow -
AP SNMP Options >
AP Model Specific Configuration >
Advanced Options )

(7] Auto Channe! Selection: (E{7) Automatically adjust 2.4 GHz channel using | Background Scanning ¥ |
@D Automatically adjust 5 GHz channel using | Background Scanning ¥
7] Background Scan: () Run background scan on 2.4 GHz radio every | 20 seconds (1-65535)
B run background scan on 3 Ghz radio every | 20 seconds (1-65535)
[?] Bonjour Fencing: m

smart Monitor: (IR (WLANs will be disabled automatically if the default gateway of AP is unreachable)
Health Check Interval seconds (3-60)

Health Check Retry Threshold

AP Ping Latency Interval: (B

AP Management VLAN: (@) Keep AP's settings () VLAN ID

Rogue AP Detection: ‘)

[7] Rogue Classification Policy: | Default Policy v i+ &

®) Enable events and alarms for all rogue devices
Enable events and alarms for malicious rogues only

(XD Protect the network from malictous rogue access points
Dos Protection: (JEEP Block a client for seconds (30-600) after repeat authentication fallures (2-25) within
seconds (30-600)
Client Load Balancing: Balances the number of clients across adjacent APs.
(XD run load balancing on 2.4 GHz radio Adfacent Radio Threshold (d8)
(XD run load balancing on 5 GHz radio Adjacent Radio Threshold (d8)

(7] Band Balancing: O
Disabled Basic Proactive Strict
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C«mon Based service: (@) | footoffice v+ 2 je
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[?) Client Admission Control: 24 GHz Radio § GHz Radio
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